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AR M E H S e

SYSTEM SCREEN PRESTIGE oprawa dwustronna dostropowa

double-sided luminaire for recessed installation on ceilings

gl [

92 376
8342017 DS14-C1,2TC1IN 1,2W LED TC 1h 3,40 wersja
8342027 DS14-C12TC2N  12WLED  TC 2h 3,40  CENTRALNIE NADZOROWANA (CTI) *
version for central monitoring (CTI) =
8342037 DS14-C1,2TC3N 1,2W LED TC 3h 3,40
8342117 DS14-A1,2TC1N 1,2W LED TC 1h 3,40 wersja =
8342122 DS14-A12TC2N  12WLED  TC 2h 3,40 'NDYW'D_‘tJr;“_'-'c‘i‘_"E_dNAlDZORtOWAN:T (IAT')
8342137 DS14-A1,2TC3N  12WLED  TC 3 340  Versionwithindividual monitoring (AT -
o
..... ? 0 - Ramka lakierowana, szara 7 - Ramka stal nierdzewna
Frame painted gray Frame of stainless steel

360x80

Akcesoria - piktogramy str. 88-89
Accessories - pictograms page 88-89

Szczegoty techniczne str. 96
Technical informations page 96

Nazwy, symbole str. 104
Names and symbols page 104

26



SYSTEM SCREEN PRESTIGE

83432172
8343227
8343237

8342217
8342227
8342237

8343307
8342307

DS13-S4x1TATN
DS13-S4x1TA2N
DS13-S4x1TA3N

DS14-S1,2TC1N
DS14-81,2TC2N
DS14-S1,2TC3N

DS13-S4x1TCBA
DS14-S1,2TCBA

4x1W LED
4x1W LED
4x1W LED

1,2W LED
1,2W LED
1,2W LED

4x1W LED
1,2W LED

oprawa dwustronna dostropowa
double-sided luminaire for recessed installation on ceilings

TA 1h
TA 2h
TA 3h
TC 1h
TC 2h
TC 3h
DC/AC
DC/AC

3,40
3,60
3,60

3,40
3,40
3,40

3,10
3,10

wersja
STANDARD (STI)
self-contained version Standard (STI)

wersja
DO CENTRALNEJ BATERII (BAT)
version for central battery feeding (BAT)

30m EN1838

- Technologia o$wietleniowa LED
- Ekran wykonany w technologii wtapiania czastek
rozpraszajgcych gwarantujacy:
* najwyzszy poziom roz$wietlenia piktogramu
* wysokg rownomiernosc¢ oswietlenia znaku
kierunku ewakuacji
- Mozliwo$¢ zablokowania pracy awaryjnej
- Mozliwo$¢ wykonania testu pracy awaryjnej
- Dioda LED sygnalizujgca aktualny stan urzadzenia
- Uktady automatycznego tadowania akumulatoréw
- Zabezpieczenie przed catkowitym roztadowaniem

akumulatoréw
- Hermetyczne, bezobstugowe akumulatory

- LED technology

- the screen executed in technology of diffusing
particles fusion penetration, guarantees:
« the most intensive illumination of the pictogram
« the highest uniformity of illumination

of the escape route direction sign

- Emergency mode inhibiting enabled

- Emergency function test enabled

- LED indicator of a status of appliance
- Automatic re-chargeable battery

- Battery run-down protection

- Airtight, maintenance-free battery
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